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The  pilot  said  that during a touch and go landing, he heard a "bang."  The left rudder pedal went to the floor, and the airplane ground
looped  to  the  right.   The left wing was bent up for the outboard 12 feet of the wing.  Postaccident examination of the airplane's left
tail wheel steering cable revealed that a swaged attachment had separated.
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Accident



Brief of

 

__________________________________________________________________________________________________________________________________________

The National Transportation Safety Board determines the probable cause(s) of this accident as follows.
the  failure of the tail wheel left steering cable.  A contributing factor was the pilot's loss of aircraft control (not possible) and the
subsequent inadvertent ground loop.

Accident (Continued)

Occurrence #1:         AIRFRAME/COMPONENT/SYSTEM FAILURE/MALFUNCTION
Phase of Operation:  LANDING - ROLL

Findings
     1.  (C) LANDING GEAR,TAILWHEEL - DISCONNECTED
     2.  (C) LANDING GEAR,STEERING SYSTEM - FAILURE
     3.  (F) AIRCRAFT CONTROL - NOT POSSIBLE - PILOT IN COMMAND
     4.  (F) GROUND LOOP/SWERVE - INADVERTENT - PILOT IN COMMAND

Findings Legend: (C) = Cause, (F) = Factor
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